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 SEED TITANTM SERIES



2SE SEED TITANTM

STANDARD FEATURES:

1. Unloads up to 1200lbs/minute
2. Patented Self-Centering Box Guides
3. Secure lock-downs
4. Easy gate controls
5. T7000ST trailer
6. 6” conveyor w/8” Meridian cleated belt
7. 180° conveyor rotation
8. Powder coat finish
9. Electric start Honda gas engine

OPTIONS:

11. Scale package
12. Spouts
     3-tier spout
     Short spout - 48”
13. Talc applicator

100 Units |  2 Boxes

SPECIFICATIONS 2SE

Discharge Height 10’ 1’’

Width 7’ 5’’

Deck Height 5’ 3’’

Raised Conveyor Height 11’ 3’’

Tank Capacity 100 Units | 2 Boxes

The Titan 2SE is designed to accommodate two bulk seed boxes. Patented Meridian Cleated Belt conveyor allows 
for larger volume seed transfer at a reduced speed into individual planter seed boxes or a bulk fill planter. The Seed 
Titan 2SE works great for handling commodities like corn, beans, rice, cotton, wheat and oats. 

www.meridianmfg.com/seed-tenders |  tenders@meridianmfg.com |  (800) 437-2334
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Designed to accommodate four bulk seed boxes, the Seed Titan 4SE was developed for operations that purchase their seed 
in bulk boxes, giving producers the flexibility of taking up to four different seed varieties to the field. Meridian’s 19 ft. ultimate 
reach conveyor allows for increased discharge height and reach into individual planter seed boxes or a bulk fill planter. This 
model can be equipped with an optional scale kit to help ensure even filling. The Seed Titan 4SE works great for handling 
commodities like corn, beans, rice, cotton, wheat and oats. 

4SE SEED TITANTM

OPTIONS:

10.  Auto-Convey scale package
11. Spouts
     3-tier spout
     Short spout - 48”
12. Talc applicator

200 Units | 4 Boxes

STANDARD FEATURES:

1.  Unloads up to 1200lbs/minute
2. Patented Self-Centering Box Guides
3. Secure lock-downs
4. Easy gate controls
5. T14000ST trailer
6. 6” conveyor w/8” Meridian cleated belt
7. Ultimate Reach Conveyor™
8. Powder coat finish
9. Electric start Honda gas engine

SPECIFICATIONS 4SE

Discharge Height 11’-11’’

Width 8’ 3’’

Deck Height 6’ 10’’

Raised Conveyor Height 13’2’’

Tank Capacity 200 Units | 4 Boxes

ALL MERIDIAN TENDERS ARE PROUDLY BUILT IN STORM LAKE, IOWA
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Tender with 
Trailer Length

Tender with 
Trailer Width

Auger 
Height

Auger Reach 
w/o Spout

Auger Reach w/
Spout Collapsed

Auger Reach w/
Spout Extended

Tender Deck 
Height

Tender Transport 
Height

168’’ 78.5’’ 14’ 5’ 9’ 17’ 51’’ 11’
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Meridian’s NEW Titan® 2XT Two Box Seed Tender 
features Meridian’s patented box guides, hydraulic 
drive with an electric start Honda motor and includes 
a tandem-axle bumper pull trailer. This no-nonsense 
design is the perfect fit for your business to offer fast 
and efficient seed handling and delivery.

STANDARD FEATURES:
•	 Honda engine

•	 Tandem  torsion axle w/ electric 

brakes

•	 Bumper hitch

•	 Hydraulic driven (raise/lower)

•	 High impact powder coat finish

•	 Hopper cover storage 

•	 Variable speed hydraulic driven 6” 

auger

•	 Optional aluminum rim upgrade

Patented Box Guides

Hydraulic Drive

6’’ Poly-Cupped Auger with 3- Tier Spout

www.meridianmfg.com/seed-tenders |  tenders@meridianmfg.com |  (800) 437-2334
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